[image: image1.jpg]20 perforated removable trays .3-4 flourescent cool white tubes per
chamber .Temperature range 0- 38C timer, Digital display. mounted
on 4 casters. Power 220-240V,50-60HZ
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= |Germination Stainless steel chamber and cabinet.Capacity 28 cu ft . Accommodate
?'; cabinet 30- 40 trays ,but 20 stainless stell removable perforated trays
5 included .Interior split doors for inspecton of samples. mounted on 4 1
) casters. Microprocessor control, touch screen for controlling
& temperture, humidity and light . Power 220-240V ,50-60HZ
Germination  |Stainless steel chamber and cabinet Capacity 15cu ft . Double
cabinet chamber, individually controlled.Stainless steel water reservoirs, and

Deep freezer

Stainless steel interior .Capacity15 cu.ft adjustable temperature
controller . Temperture range -10 to -20C. 3 shelves. Mounted on
four casters. Can be set to different temperature degrees .Power 220-
240V,50-60HZ.

[Seed counter

Suitable for counting of seeds at least 0.5 to15 mm in diameter.Count
seeds at a given weight. Operating functions include totalize &batch
count. Microprocessor control , LCD display .Power 220-240V ,50-
60HZ

moisture tester

&vegetable seed crops, but can be calibrated to measure at least 100
different seed crops . LCD display . Power 22 0-240V ,50-60HZ.

[Hot Air Oven [Stainless steel inner chamber, capacily 3cu. i 2 S8 Sheives. Fan for
even distribution of heat .Temperture range 50-250 C, with accuracy 1
of +/-1°C. over temperature protection .LED display. Power 220-
240V ,50-60HZ

| Seed fully automatic. .Preprogrammed to test moisture of main grains

Microscopes | Stereo binocular microscope with magnification 60 to 100x , fitted with 2
digital camera -

Sterile made of stainless steel top. Front panel made of toughened

chamber glass . Build with U.V. Germicice light & ite | nd %

| adequate illumination. Fitted with hepa filter and prei filter. Air '
Velocity Between 0.4 to 0.5 mis_.Size 2X3 FT

autoclave Stainless steel, Bench top ,capacity 50 L.Sterlization temperture 0 -
135C, Timer . Automatic shut off at the end of operation Power 1
220-240V,50-60HZ

Water Stainless steel heater and boiler. Distillation Rate 6 L/h. Safety

distillation system for low water detection .2 spare part of heater.Power 220~ 1
240V,50-60HZ —

Water bath stainless steel. size 10 litres. Temperature from 0 to 100°C. Timer. 4 N
Power 220-240V ,50-60HZ

Hot plates Hot Plate 8-10 " Dia, ceramic top Adjustable temperature range up to

with stirrer 500 C. Variable Stirring up to 200 RPM,Power 220-240V ,50-60HZ 2

Seed Grinding [Laboratory mill disc type Suitable for grinding of vegetabl & grains 1

mill seeds. sample size 5 to 50 gm Power 220-240V,50-60HZ

PH meter Measurement range 0to 14 pH . digitl display. Power 220-240V ;
50-60HZ

Balance high-precision electronic balance , Capacity 200gm . readiability 1
1mg. LCD display . Power 220-240V ,50-60HZ

Centrifuge Has space for 24 centrifuge tubes. Maximum speed:12000 RPM,
timer with bell signal at end of run.Digital control .Power 220-240V 1
50-60HZ .

Shaker Dual action shaking ( orbital & reciprocating). Speed 10-300 rpm .Test
tube racks,flask racks flask clamps, Timer . Frequency: 50- 1100 1
rpm .LED display Power 220-240V 50-60HZ

Portable seed [AC/DC converter,digital read out operating temperature 0-45C ,

moi tester |suitable for testing of grains and vegetable seeds. moisture range 10- 1

/s‘ ?e % . Power 220-240V,50-60HZ i)
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Seed Sieve Powered by electric motor, Has a set of 5-7 sieves and bottom 2

Shaker receptacler, 0.5- 4 0mm mesh time. Power 220-240V,50-60HZ

Computer PC computer,500 gigabyte,Cpu:CORE | 7- Ram2G, monitor 17 inch, 1
with modern laserjet printer,modern Scanner & UPS.Power 220-240V.

Camera Digital video camera, 16 Megapixl,Zoom6X,wideangle lense,
Panorama, memory 10 MB, rechargable & ordinary battery ( multi 1
sources power).

Thermometer [Show maximum and minimum temperature at any period of time ,

i o, 10

temperature range -5°C to 50°C

Magnifiers Magnifying lens of 3 x & 6x power;(6 each ), 10cm diameter mounted 12
on stand with removable metal base

Magnifiers Magnifying lens of 2 x ,3x, &4xpower(10 each ) ; 10 cm diameter 30

Hand sieves  [Set of 8 nos. standard sieves , diameter from 0.5 to 4mm, made of 2
wire mesh mounted on brass frame 20 cm dia and 10 cm deep

Sample Sample Bottles, made of a durable polyethylene. Includes an

Containers enameled plastic screw-top cap that has a gasket insert to provide an | 600
air-tight seal. Capacity1/4, 1/2, &1kg

Oven drying Made of tin aluminum plate, with slip-on cover. 6cm Diameter, 3cm 50

containers Height. 0.5 mm thickness, Rounded sides and flat base.

Pair of tongs  [Stainless steel laboratory tongs, 25¢m long, for holding, and picking 20
up hold objects

Forceps Stainless steel , 25cm long (10 each)
6" blunt point forceps. &-7" blunt point forceps 20

6" sharp point forceps.&-7" sharp point forceps

20

Teasing needle

Stainless steel laboratory needles, 25cm long

20

|Flasks
|

Volumetric flask,clear glass with stopper. capacity 50 ml

100

Volumetric flask,clear glass with stopper, capacity100 ml.

o
S

Volumetric flask clear glass with stopper, capacity 250 ml

=)

Volumetric flask clear glass with stopper, capacity 500 ml

=]

Volumetric flask,clear glass with stopper, capacity1000 ml.

Beaker

Borosilicate glass squat with spout,PK/6 , capacity 50 ml.

Borosilicate glass squat with spout,PK/6 , capacity100 ml

Borosilicate glass squat with spout,PK/6 , capacity 250 mi.

Borosilicate glass squat with spout,PK/6 |, capacity500 mi

Beaker

N P SAIBM SSBID

Pyrex glass squat with spout,PK/6 , capacity 50 mi

Pyrexe glass squat with spout,PK/6 , capacity100 mi

Pyrex glass squat with spout,PK/5 , capacity 250 ml

Pyrex glass squat with spout, PK/6 , capacity500 mi.

Pyrex glass squat with spout,PK/5 |, capacity 1000 m!

| Test tubes

Test tube,borosilicate glass with rim, 150mIPK/6 -PK/6

Test tube,borosilicate glass with screw cap,150ml - PK/6

Test tube tong/holder , nichel plated steel

Filter papers

Filter paper harden No 50 ,12.5¢m circle, PK/100

Filter paper harden No 40 ,9cm circle, PK/100

Filter paper harden No 542 ,15¢m circle, PK/100

Filter paper harden No 540,11 cm circle, PK/100

Membrane filter, 47mm,Gridded sterile. PK/200
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Bottles

wash bottle for distwater, polyethylene 250 mi

N
=1

wash bottle for dist water, polycthylene 500 ml

N
s}

Bottle 500 ml,wide neck nalgene HDPE with white PP screw

100

Sample Bottles 120 ml, made of glass with cap.

=)

spatulas

spatulas, horn with spoon end ,150mm.

[

spatulas stainless steel with spoon end ,150mm

spatulas, stainless steel chisel and spoon shaped ,150mm

Stand

Adjustable height ,flat ring tripod stand,made of zinc.

wlo|w

Funnel glass

Buchner Funnel glass 250ml,50mm dia.with stopper for connection to
filter flask.

First aid cabinet for up to 20 persons
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Gloves High temperture gloves up to 600C 6
Poder free disposable latex gloves, PK/100 10
Burner Alcohol Burner 5
Pipette Glass 1,2,5&10 ml__-PK/6 8
Glass slides 3mm &1.5mm clear glass sheet. Size 3" x 1" PK/10 20
Containers Made of pyrex glass with transparent covers (21x15X10 cm H) 50
Containers Made of plastic_with transparent covers (21x15 cmX10cmH) 50
Mortar&pestle | Porcelain Mortar&pestle, 200ml 3
Mortar&pestle |Grey steel Mortar&pestle, 150ml . 2
Germ. Papers | Seed germination Papers - Folded (50X12cm) ,PK/100 40
Petri dishes Pyrex glass,10 cm diameter and with cover, PK/100 . 2
Bags Polyethylene transparent self scaling,small,medium &large 20
sizesPK/100
Chemicals  [Chemicals
Q triphenyl tetrazolium chloride 2,3,15 —-(200MG) 3
@ Potassium sitrate. Laboratory standard il 3
E Thiourea . _Laboratory standard -L 8
2 Gibberellic acid . Laboratory standard -3L 3
? Blotter Sterile and while blotiors (standard) - kg 5
Agar-agar media (standard) D112 “kg 3
L PDA and Malt extract agar_as standard media - kg 3]
T |Slide Bench Dimensions: 250x150x85 cm (L XWXH) 1
3 frame, mild steel tube (80%40x1.5mm) thickness - hidden
g table work top:Epoxy (white colour) resin 15mm thickness, resistance
A to acids and other chemicals
Base cabinet:- 18 mm thick plywood edged 3mm PVC in inter and
outer of the cabin and s . ivel caster in lower parts
Socket :- 4 pcs, engineering p! c material
Slide Bench Dimensions: 300x150x85 1|
with sink Frame: The same materia ide bench
Table work top: same matar slide bench
Base cabinet :same ma e bench
Epoxy Sink : 47x40x30 de PP, resistant to chemicals,
Socket :- 4 pcs, engi tic material
Instrument Dimensions: 250x80x85 2
Bench frame : same material of slide bench
Table work top: same mat- slide bench
Base cabinet: same material de bench
Socket :- 6 pcs, eng tic material |
Swivel Chair  |Seat materials: PU hape with metal surround.Adjustable |
10
high scope of the body
Support Equipment: 3 ain resistant, pneumatic Adjustment |
Foot: five star steel plate ¢
Total costs (§)
* Costs include spare parts& acces - 5% of costs), installation , operation,and training .
* Electrical instruments are of European, USA, or Japanese Made , operate with 220-250 V/ 50-60 HZ.
* Catalouges of producing companics v b enclosed with offers .





